
Standard Features
■ 40 ft (12.36 m) working height
■ 19 ft (5.8 m) horizontal reach
■ Articulating jib has 135˚working range
■ 500 lb (227 kg) lift capacity
■ Outrigger interlocks
■ Large, 8 in (20 cm) outrigger footpads
■ Non-marking footpad covers
■ Junction box, shelf and tie-down 

attachment points to accommodate 
generators up to 24 x 20 x 16 1⁄2 in
(61 x 51 x 42 cm)

■ AC wiring to platform
■ Surge brakes
■ Parking brake
■ Horn
■ Hour meter

Specifications

Model US Metric
Working height* 40 ft 12.36 m
Platform height 34 ft 10.36 m
Height - stowed 77 1⁄2 in 1.97 m
Length - stowed 19 ft 9 in 6 m
Width 59.5 in 1.51 m
Ground clearance 9 1⁄2 in 24 cm
Platform length 32 in 81 cm
Platform width 48 in 1.22 m
Platform railing height 44 in 1.12 m
Toeboard height 7 in 18 cm
Toeboard height - entry 4 in 10 cm
Entry height 18 in 46 cm
Horizontal reach - from pivot 19 ft 5.8 m
Horizontal reach - from edge of 14 ft 4.27 m

outrigger footpads
Outrigger footprint - length 11 ft 3.35 m
Outrigger footprint - width 10 ft 3.04 m
Leveling capability - manual outriggers 12˚ 12˚
Leveling capabilit- hydraulic outriggers 10˚ 10˚
Lift capacity - ANSI, CE 500 lb 227 kg
Lift ca - CSA, ANSI or CE models with 

platform rotation option 440 lb 200 kg
Turntable rotation 359˚ non-continuous 
Towing speed rating 60 mph 97 km/h
Power source 24V DC
AC wiring to platform standard
Tongue weight - Domestic 165 lb 75 kg
Tongue weight - European 220 lb 100 kg
Tire size - Domestic 195/75 D14
Tire size - European 195/65 R15
Surge brakes standard
Parking brake standard
**Net machine weight 

(manual outriggers) 3,110 lb 1,411 kg
(hydraulic outriggers) 3,185 lb 1,445 kg

*The metric equivalent of working height adds 2 m to platform height. U.S. adds 6 ft 
to platform height. 

**Weight will vary depending on options and/or country standards.
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For further information, please contact your local distributor or the Genie sales office listed. Continuous improvement of our products is a Genie policy. Product specifications are subject to change without notice or obligation. The photographs and drawings in this
brochure are for illustrative purposes only. Refer to the appropriate Genie TMZ-34/19 Operator’s Manual for instructions on the proper use of this equipment. Failure to follow the appropriate Operator’s Manual when using a Genie TMZ-34/19, or to otherwise act
irresponsibly, may result in serious injury or death. Copyright © 1998 by Genie Industries. Printed in the U.S.A. on recyclable paper. “Genie” is a Registered Trademark of Genie Industries in the USA and many other countries. “TMZ” is a Registered Trademark of
Genie Industries. Genie is a Terex Company. Genie is the owner of U.S. patent 5,934,409 and Patents Pending. TMZ34 3.5K 0303I. Part No. 65029
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